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The W. C. Toles Company of Woodstock, Ill., formerly located at 
Irving Park, Chicago, has been engaged for the past thirty years in the 
manuiacture of the only genuine Toles Line of Rapid Acting Vises for 
Woodworkers. The school field is very familiar with the merits and 
advantages of this particular vise,.as innumerable installations of bench 
equipments from the largest to the smallest schools in the United 
States indicate. The fact is that the Toles pattern of woodworking vise 
is now the accepted standard of the rapid acting types in use in schools 
and industry. 


Features of Toles Vises 
All castings are a composition metal made from our own formulae, tested 
for strength, durability and sturdiness. 


The faces and edges of jaws are ground smooth, This gives an appear- 
ance of finished workmanship and adds considerably to the appearance 
of the vise and bench, 


The screws used in both the rapid acting vise and the continuous screw 
vise, are 134-in, in diamet The double Acme thread engages with a 
bronze nut, aseuring 2 ty and emnnth action, 


The two guide rods of 7g-in. round steel provide rigidity and durability. 








This diameter is considerably larger than necessary, but it assists in 
adding strength and long life to the vise. 


The jaws are faced with 7{-in. smooth hardwood, when so ordered, at 
a very slight extra charge. 


Where dogs are specified in the vise jaws, they are of brass. These 
dogs are 1 in, square, and contain a coil spring to force the dog 
upward and set screw for fastening dog as desired. 


The wood handles are of high grade hickory, and weighted on one end. 


Rapid Acting Vises 
Rapid Acting Vises (Iron Faced) 
Length Depth Standard 





Jaw Jaw Opening Features 
No. 20 10 in. 4i1 i No Jaw Dog or Bench Stop 
No. 25  10in. 4is Bench Stop Only 
No.40 10in, = 4i Bench Stop and Jaw Dog 
No. 45 10 in. 4ii Front Jaw Dog Only 





Rapid Acting Vises (Wood Faced) 
Length Depth Standard 


Jaw Jaw Opening Features 


No.50 10in. 4% in. No Outer Jaw Dog or Bench Stop 
No.55  10in. 434 in. Bench Stop_only. 

No. 60 10in, 4% in. Outer Jaw Dog only. 

No.65 10in. 434 in. Bench Stop and Front Jaw Dog 





No. 30 Rapid Acting Tail Vise With Side Grip 


This vise is especially designed for use as a tail vise incorporating a 
side grip. The length of jaws is 9 in., and the depth of jaws 314 in. 
A brass dog 1 in. square is incorporated in the front jaw. This vise 
can be supplied in various size openings, 6, 8. 10, and i2 in. The 
6-in. opening is standard, and will be shipped unless others are specified. 
Jaws are ground on faces and edges. 


No. 35 Rapid Acting Tail Vise 


This is another design of rapid acting tail vise, but it does not incor- 
porate the side grip. The length of jaws is 6 in., the ot 3% in., and 
it has a brass dog 1 in. square incorporated in the front jaw. i 
vise can be supplied in various size openings, 6, 8, 10 and 12 in. The 
6-in. opening is our standard, and will shipped unless others are 
specified. The jaws are ground but not maple faced. 


oO 
«o ae W. C. Toles Company 
515 W. Jackson St., Woodstock, Ill. 


Manufacturers of 


Rapid-Acting and Continuous Screw Vises 


An equally complete line has just been introduced consisting of, 7-in, 
Vises for Woodworkers known as the Junior Line, The Junior Line of 
Vises is so designed that they can be changed from Rapid Acting to 
Continuous Screw and the Continuous Screw Action to Rapid Acting 
vises. This convertible feature is not only unique, but so simple that 
any novice can easily make the change from a rapid acting vise to a 


continuous screw vise, or opposite in a few minutes when supplied with 
the necessary parts. 













Toles’ Junior Vises 


The new Junior Line consists of ten different models. All vises of the 
Junior Line are so designed that they can be changed from one type of 
action to another. The identical construction features of the regular 
Toles Vises are incorporated in this line. The same standard of manu- 
facture has been maintained throughout, supplying a demand for an 
inex! ive vise of quality that is especially ee} for use in. schools, 
of Elementary and Junior High Grade. 


Rapid Acting Toles Junior Vises 
Specifications 


Standard 
Length Depth Open- 
Jaw Jaw ing 

No. 5-1-J 7” 3” 9” 
No. 5 we oe OF 
No. 5-F.D. 7” 3” 9” 
No, 5-B.D. 7” 3% 9” 
No, 5-2-D 7” 3” 9” 


Features 
No inner jaw. Bench table edge supplies jaw 
Front & inner jaw. No stop dogs 
Front & inner jaw. Dog in front jaw only 
Front & inner jaw. Dog in inner jaw only 
Front & inner jaw. Dog in both jaws. 


Continuous Screw Toles Junior Vises 


Specifications 


Standard 
Length Depth Open- 


Jaw Jaw ing Features 
No. 10-1-J 7 3” 9” Noinner jaw. Bench table edge supplies jaw 
No. 10 7” 3" 9” Front & inner jaw. No stop dogs. 


Front & inner jaw. Dog in front jaw only 
No. 10-B.D. 7” 3” 9” Front & inner jaw. Dog in inner jaw only 
No. 10-2-D 7% 3% 9” Front & inner jaw. Dog in both jaws 

All are Convertible to Rapid Acting Vises. 


No.10-F.D. 7” 3% 9” 
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